(19) 



3 



Europaisches Patentamt 
European Patent Office 
Office europeen des brevets 



(12) 



(43) Date of publication: 

07.01.1998 Bulletin 1998/02 

(21) Application number: 97304578.4 

(22) Date of filing: 26.06.1997 



(n) EP 0 816 969 A2 

EUROPEAN PATENT APPLICATION 

(51) IntCI.S; G06F 1/00 



(84) 


Designated Contracting States: 


• Tribble, Dean E. 




AT BE CH DE DK ES Fl FR GB GR IE IT LI LU MC 


Los Altos Hills, California (US) 




NL PT SE 


• Hardy, Norman 






Portola Valley, California 94028 (US) 


(30) 


Priority: 01.07.1996 US 674128 


• Hill, Eric C. 






Palo Alto, California 94306 (US) 


(71) 


Applicant: SUN MICROSYSTEMS, INC. 


• Hibbert, Christopher T. 




Mountain View, CA 94043 (US) 


Mountain View, California 94040 (US) 


(72) 


Inventors: 


(74) Representative: Harris, Ian Richard et al 


• 


Miller, Mark S. 


D. Young & Co., 




Los Altos, California 94022 (US) 


21 New Fetter Lane 






London EC4A1DA (GB) 



CM 
< 

CD 

o> 

CO 
GO 

o 

CL 
LLI 



(54) Capability security for distributed object systems 



(57) A system providing capability security for dis- 
tributed object systems is disclosed. The basic tenet of 
capability security is that the right to do something to an 
object (e.g., invoke a particular object's methods) is rep- 
resented solely by the holding of a reference to that ob- 
ject. In each of the preferred embodiments described 
herein, an object is presumed to hold legitimately a ref- 
erence to a particular object only if the object knows 
some unpublicized (except under the conditions re- 
quired by capability security) key associated with the 
particular object. That is, an object's key is required 
along with the object's reference. So that capability se- 
curity is preserved when object references are passed 
between objects in different processes, the object refer- 
ences being passed are encrypted upon transmission 
and then decrypted upon arrival at their intended desti- 
nation. This cryptography can be performed by objects 
or processes using a variety of techniques, including Dif- 
fie-Helmanor public/private key cryptography. The cryp- 
tography performed in the various embodiments en- 
sures that only the intended recipient of the message 
can decode the object reference and that a misbehaving 
object cannot convince another object that it possesses 
a capability it does not have. Some of the disclosed em- 
bodiments provide capability security for distributed ob- 
ject systems wherein the objects and processes directly 
handle inter-object and inter-process communications 
and message encryption and decryption. 
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Description 

The present invention relates generally to object- 
oriented computer languages for distributed computing 
and, particularly, to systems and methods for providing 
secure messaging among distributed objects. 

It is well known how to construct distributed, object- 
oriented applications, components of which (i.e., the ap- 
plication's constituent objects), execute on different ma- 
chines and communicate (i.e., exchange messages) 
across the machine boundaries. One such system is 
shown in Figure 1 , consisting of two machines M1 , M2 
and four processes A, B, C, D. Each process runs in a 
different address space in its respective host machine 
and includes one or more objects which perform the 
tasks associated with the process. For example, the 
process A includes three objects A1 , A2, A3. 

In a distributed object system, inter-object commu- 
nications can be represented in the form: destination. 
message_name(). For example, a programmer can 
specify that the object C 1 issue a message to the object 
A1 using the syntax: "A/A1 .foo()" : where "foo() B denotes 
the message ("too* being the message name and "()" 
the arguments) and "A/A1 " is the message destination 
(object A1 in process A). Note that in a typical distributed 
object system the programmer would not actually need 
to write the destination as "A/A1 "; however, for the pur- 
poses of the present application this syntax is used to 
highlight the process and object to which a message is 
being sent. 

Most distributed object systems have evolved to al- 
low transparent message passing. Allowing distributed 
objects to communicate in a transparent fashion means 
that a distributed object system must support intra-proc- 
ess, inter-process and inter-machine communications 
between objects in a way that is transparent to the user, 
programmer or objects. I.e., transparency means that 
an object need not be strictly aware of other objects' lo- 
cations when issuing messages. For example, if the dis- 
tributed object system of Figure 1 supported transparent 
messaging, the objects C1 and A2 could issue the mes- 
sage 'foo() B to the object A1 using the same syntax: 
A1 foo(). 

However, even in transparent distributed object 
systems, there are significant implementation differenc- 
es between intra-process, inter-process and inter-ma- 
chine communications that must be addressed. Intra- 
process communications are faster and more reliable 
then the other types of communications, consisting of 
the simple passing of local pointers. Inter-process mes- 
saging is also fast, since it occurs within a machine, but 
additionally requires that object addresses be translated 
between different processes. Inter-machine communi- 
cations are much slower and less reliable than the other 
two types of messaging due to latency associated with 
issuing messages across an external communications 
channel and the relatively greater likelihood of channel 
failure. All of these issues are dealt with in one way or 



another by the prior art. 

Object security is a significant issue raised by dis- 
tributed object systems. Security problems arise due to 
the potential lack of trustworthiness of objects, process- 
s es and machines. For example, referring to Figure 1, 
assume that the objects A1 and A2 are, respectively, a 
very powerful object and a misbehaving object. If A2 
were somehow given access to the full power (i.e., 
methods) of A1 , then A2 could disrupt process A using 

10 the full power of APs methods. Similar security problems 
can arise between processes (e.g., when access to a 
process is given to an object in an untrustworthy proc- 
ess) or between machines (e.g., where a misbehaving 
machine issues unauthorized messages to an object 

15 running on another machine). Many distributed object 
systems have not attempted to deal with these security 
issues; other systems have provided incomplete solu- 
tions that deal with only a subset of the above-men- 
tioned object, process and machine trust issues. How- 

20 ever, the prior art includes one technique, called capa- 
bility security, that addresses most of these problems, 
albert only locally (i.e., within a process). Thus, there is 
a need to extend the ideas of capability security to dis- 
tributed systems. 

25 The basic tenet of capability security is that the right 
to do something to an object (i.e., invoke a particular 
object's methods) is represented solely by the holding 
of a reference to the particular object. To prevent the 
unauthorized exercise of rights by misbehaving objects, 

30 capability security only allows an object to acquire the 
capability (i.e., object reference) to access a particular 
object in one of the following ways: 

(1) by receiving the capability from an object that 
35 already holds that right (through a message or dur- 
ing creation); and 

(2) by being the object that created the particular 
object. 

Thus, referring again to Figure 1 , in an object system 
that implements capability security, the object A1 could 
not pass to the object A3 a reference to the object D1 
as A1 does not have that capability (in Figure 1 , a di- 
rected arrow represents the right to access the object at 

45 the end of the arrow). 

Traditionally, capability security has been imple- 
mented using front end objects, as shown in Figure 2. 
In this figure, the object A1 is a very powerful object 
whose respective methods (not shown) are accessed 

50 through the messages msgl , msg2, and msg3. The ob- 
jects A2, A3 and A4 are less powerful front -end objects 
that only respond to a subset of the messages support- 
ed by A1 . For example, the object A2 only responds to 
msgl. This means that, even though the object A2 can 

55 access the object A1 , it only exercises the limited set of 
A1 's powers corresponding to msgl . Therefore, by ex- 
porting references to different subsets of the front end 
objects, different capability subsets with respect to the 
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object A1 can be created. For example : referring to Fig- 
ure 2, the Requestor only has the capability (an object 
has a capability if it (1) has a right of access and (2) 
knows the ID/location of the object for which it possess- 
es the right) to access the object A2, which means that 
it can only invoke the methods of the object A1 that are 
triggered by msgl . The Requestor could, by receiving 
a reference to the object A3, also acquire the additional 
capability to cause msg2 to be issued to the object A1 
Of course, the presence of a capability security system 
ensures that rights can only be passed by authorized 
objects. 

The traditional formulation of capability security 
does not make explicit all of the security problems that 
can arise in distributed object systems. Because capa- 
bility security was not designed with distributed systems 
in mind its inventors did not include in their formulation 
techniques for solving the problems of distributed sys- 
tems that are due to possibly misbehaving processes 
and remote objects and insecure communications chan- 
nels. The traditional definition of capability security does 
not explicitly forbid an imposter from interfering with the 
normal process of message reception and/or decoding 
so as to stand in for one of the capabilities transmitted. 
For example, referring again to Figure 1 , if the object C1 
passed a reference for the object B1 to the object A1, 
but the object D1 interfered with the reception and/or 
decoding of the message by A1 , A1 might then come to 
hold a capability to D1 , thinking that it got this capability 
from C1 . A1 might then send messages to D1 that it in- 
tended to send only to the object referred to it by C1. 
Therefore, there is a need for an extended definition of 
capability security for distributed object systems to indi- 
cate that the capabilities that a recipient receives corre- 
spond exactly to those that the sender sent. 

Another possible problem arising in a distributed 
object system that can exist under the traditional defini- 
tion of capability security is what we shall call 'confusing 
the deputy'. Referring again to Figure 1 , this is the sit- 
uation where a first object (e.g., C1 ) that does not hold 
a reference to a second object (e.g, A3) tries to pass a 
message to a third object to which it does have access 
(e.g, A1 ), where the third object itself has access to the 
second object (A3), that would fool the third object A1 
into believing that the first object (CI ) does have access 
to the third object. By doing this, there is a possibility 
that the first object (C1 ) could induce the third object A1 
to issue messages to the second object which the first 
object C1 itself could not issue. Therefore, there is a 
need for an extended definition of capability security 
adaptable to distributed object systems that prevents 
the problem of confusing the deputy (in the preceding 
example, A1 is the deputy). 

The above two problems point out loopholes in the 
traditional definition of capability security. Most imple- 
mented non -distributed capability systems do not have 
these loopholes. However, these loopholes are more 
likely to be present in implementations of distributed ca- 



pability systems, which is why there is a need for a re- 
vised formulation of capability security when engineer- 
ing distributed capability systems. 

Moreover there is a need for capability security sys- 
s terns and methods complying with the extended defini- 
tion that is compatible with the conventional features of 
transparent distributed object systems. 

Finally, even within some non-distributed object 
systems, a security system in accordance with the tra- 
10 ditional definition of capability security would not prevent 
some of the aforementioned security problems that can 
arise in distributed systems. In one such system, objects 
exchange data and references via a common broadcast 
medium, called a blackboard, which is not secure and 
is is therefore susceptible to either masquerading (the first 
problem) or spoofing. Therefore, there is a need for an 
extended definition of capability security that can be ap- 
plied within or between processes. 

Particular and preferred aspects of the invention are 

20 set out in the accompanying independent and depend- 
ent claims. Features of the dependent claims may be 
combined with those of the independent claims as ap- 
propriate and in combinations other than those explicitly 
set out in the claims. 

2B in summary, the present invention is a system that 
provides capability security for distributed object-orient- 
ed programs. More particularly, the present invention is 
adapted to be used within or between the processes in 
a distributed object system. 

30 a first preferred embodiment of the present inven- 
tion is an object-oriented capability security system that 
includes a plurality of objects, each object being asso- 
ciated with a "public" key and a private key. A public key 
constitutes the object reference of its associated object. 

3S in this embodiment, a particular object is accessible only 
to other objects that know the particular objects public 
key, which is made available to the other objects accord- 
ing to rules of capability security. Each of the objects is 
configured to pass a public key and, if they are not co- 

40 located, a location associated with another object to a 
receiving object using an object reference message 
wherein the public key and optional location being 
passed is encrypted with the receiving object's public 
key. The receiving object is configured, upon receiving 

45 the object reference message, to decrypt the encrypted 
public key and optional location using the receiving ob- 
ject's private key, the receiving object thereby gaining 
the authority to access the object whose reference was 
passed. This inter-object encryption and decryption pre- 

50 vents a first misbehaving object from unauthorized ac- 
cess to another object and prevents a second misbe- 
having object from intercepting object reference mes- 
sages (because they are encrypted with another ob- 
ject's public key). 

55 Another preferred embodiment of the present in- 
vention is a capability security system for distributed ob- 
ject systems that includes a plurality of processes, a plu- 
rality of objects distributed among said processes and 
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a public and private key associated with each of the ob- 
jects, where a public key constitutes the object refer- 
ence of its associated object. A particular object is ac- 
cessible only to other objects that know the particular 
object's public key, which is made available to the other 
objects according to rules of capability security. Each 
object is configured to pass a public key and location 
associated with another object to a receiving object.in a 
different process using an object reference message 
wherein the public key and location being passed are 
encrypted. The receiving object in a different process is 
configured, upon receiving the object reference mes- 
sage, to decrypt the encrypted public key and location, 
thereby gaining the authority to access the object whose 
reference was passed. This encryption and decryption 
prevents a first misbehaving object from unauthorized 
access to another object and prevents a second misbe- 
having object from intercepting object reference mes- 
sages (because they are encrypted with another ob- 
ject's public key). In this embodiment, each of the ob- 
jects is configured to pass a public key associated with 
another object to a receiving object in the same process 
using language-level pointers. The receiving object in 
the same process is configured to receive directly such 
local object reference messages and thereby gain the 
capability to access the referenced object. 

Other embodiments of the present invention are ca- 
pability security systems and methods for distributed ob- 
jects in which message encryption and decryption are 
performed by process objects using public key encryp- 
tion or single key encryption (such as the data encryp- 
tion standard). These process-oriented embodiments 
include a registrar object that maintains a secret number 
table with an entry for each registered local object. The 
registrar and secret number table ensure that an object 
that gains access to a process can not access any and 
all objects in that process without the authority to do so. 
That is, in these process-oriented embodiments, a re- 
mote object is not allowed to access an object unless it 
knows the object's secret number. This rule is adminis- 
tered by the local registrar and is what enables the pro- 
vision of capability security in these embodiments. 

Exemplary embodiments of the invention are de- 
scribed hereinafter, by way of example only, with refer- 
ence to the accompanying drawings, in which: 

Figure 1 is a depiction of a distributed object system 
consisting of two machines, four processes and multiple 
objects. 

Figure 2 is a block diagram showing a prior art ca- 
pability security system for distributed, object-oriented 
programs. 

Figure 3 is a block diagram of a computer system 
in which the present invention is implemented. 

Figure 4A is a depiction of a preferred embodiment 
of a capability security system for distributed, object-ori- 
ented programs that makes use of public key/private key 
encryption techniques for all inter-object messages. 

Figure 4B is a depiction of an alternate preferred 



embodiment of a capability security system for distrib- 
uted, object-oriented programs that makes use of public 
key/private key encryption techniques only for inter- 
process messages. 

Figure 5 is a depiction of a preferred embodiment 
of a capability security system for distributed object-ori- 
ented programs that makes use of Diffie-Helman key ex- 
change encryption techniques to provide security be- 
tween objects. 

Figure 6 is a depiction of a preferred embodiment 
of a capability security system for distributed, object-ori- 
ented programs that makes use of Diffie-Helman key ex- 
change encryption techniques to provide security be- 
tween processes. 

Figure 7 is a depiction of a prior art transparent dis- 
tributed object system. 

Figure 8 is a depiction of a preferred embodiment 
of a capability security system for transparent, distribut- 
ed, object-oriented programs that makes use of Diffie- 
Helman key exchange encryption techniques to provide 
security between processes. 

Figure 9A is a depiction of a first step in a third-party 
object reference passing operation as implemented by 
a preferred embodiment of a capability security system 
for transparent, distributed, object-oriented programs 
that makes use of Diffie-Helman key exchange encryp- 
tion techniques to provide security between processes 
and secret numbers to provide security between objects 
passing object references across more than two proc- 
esses. 

Figure 9B is a depiction of a second step in a third- 
party object reference passing operation as implement- 
ed by the preferred embodiment of Figure 9A. 

Figure 9C is a depiction of a third step in a third- 
party object reference passing operation as implement- 
ed by the preferred embodiment of Figures 9A and 9B. 

Figure 9D is a depiction of a garbage collection 
problem that can arise in distributed object systems. 

Figure 1 0A is a depiction of a preferred embodiment 
of a garbage collection system that is compatible with 
transparent, distributed object systems. 

Figure 1 0B depicts the status of the garbage collec- 
tor of Figure 10 prior to A1 sending an object reference 
for A2 to B2. 

Figure 1 0C depicts the status of the garbage collec- 
tor of Figure 1 0 after A1 sends the object reference for 
A2 to B2 but before that reference is received by B2. 

Figure 1 0D depicts the status of the garbage collec- 
tor of Figure 10 after a number of process B objects de- 
lete their references to A2. 

Figure 11 is a depiction of a preferred embodiment 
of a garbage collection system that is compatible with 
transparent, distributed object systems that support 
three-party object-reference passing. 

Figure 1 2A shows a first embodiment of a system 
by which the garbage collection system of Figure 11 de- 
letes object pointers from the local registrar. 

Figure 1 2B shows a second embodiment of a sys- 
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tern by which the garbage collection system of Figure 
1 1 deletes object pointers from the local registrar. 

Referring to Figure 3, there is shown a block dia- 
gram of a distributed computer system 100 in which the 
preferred embodiment of the present invention is imple- 
mented. The distributed computer system 100 includes 
one or more inter-connected computers 120a, 120b, 
120c, each of which includes a processor 130 and a 
memory 150. This memory 150 could be a fast primary 
memory, such as a random access memory; a cache 
memory; a slower secondary memory, such as a hard 
disk; or any combination of those three types. Each of 
the computers 120 contains similar software and hard- 
ware components, details of which are presented for a 
representative computer 120a. 

The memory 150a of the computer 120a includes 
an operating system 1 52 and one or more processes 
1 54a, 1 54b, each of which occupies a separate address 
space in the memory 1 50a at runtime. Each process 1 54 
includes programs 156, class and object specifications 
158, 160 and a data area 164. The operating system 
152 executes in the processor as long as the computer 
120 is operational and provides system services for the 
processor 150 and programs 156 being executed in the 
processor 150. The operating system 152, besides in- 
cluding the basic components common to most operat- 
ing systems (not shown), also includes an optional se- 
curity module 270 that provides routines for secure inter- 
process object messaging. The programs 156 can be 
any kind of program, including the object-oriented pro- 
grams to which the present application is directed. 

As is well known, a program 1 56 written in an object- 
oriented language, such as C++, includes class defini- 
tions 158 and object declarations 160. Each class defi- 
nition 1 58 outlines the data structures 1 80 and methods 
200 associated with that class, where a data structure 
declaration 180 defines the type of the data item (e.g., 
whether the data item is a pointer, an integer, or a user- 
defined type) and optionally, the accessibility of the data 
item (i.e., whether the data item is public, meaning ac- 
cessible to all objects, or private ("pvt"), meaning visible 
only within object instances of the declared class). A 
class definition 158 can also optionally identify one or 
more base classes 170 from which that class inherits 
methods and data structures. 

For example, referring to Figure 3, an "Al Class" 
158-al can be defined with the following elements: 

(1) base class: none 

(2) data structures: 

public_key a private variable of the user de- 

fined type "key - that is used by 
an instance of the class A1 to 
hold its public encryption key; 

private_key a private variable of the user de- 

fined type "key" that is used by 
an instance of the class A1 to 



hold its private decryption key; 

(3) methods: 

s encrypt() {}; a method used by an instance of 
the class A1 to encrypt outgoing 
messages with the public key of 
the receiving object; 
decrypt() {}; a method used by an instance of 

10 the class A1 to decrypt incoming 

messages with its private key; 

Objects are instances of one or more classes 1 58 
and incorporate all of the properties (i.e., methods and 
is data structures) of the classes of which they are instanc- 
es. 

In contrast to the classes 1 58, which, in most object- 
oriented languages, are defined at compile-time, the ob- 
jects 160 are run-time entities that, in response to mes- 
sages received from another object 160, execute their 
methods and update their own data as a part of program 
execution. Each object's storage 160 includes a "class" 
field 220 that indicates the associated classes of which 
the particular object 1 60 is an instance and the data 230 
and methods 250 that are derived from those associated 
classes (note: in some object-oriented systems the 
methods 250 are not held in the object storage 160, but 
in the associated class 158; however, for the purposes 
of illustration, the methods are shown as being in the 
object storage 1 60). For example, referring to Figure 3, 
the "AlObj" 160-a1 is declared to be an object instance 
of the A1 Class 158-a1 via a "class" field 220-a1 whose 
contents are "A1 Class". As a result, the data 230-al and 
methods 250-a1 (not shown) of the AlObj 160-a1 are 
as specified for the A1 Class. The values of the data 
230-a1 can be set through an initialization step after the 
object is created (constructed) or during program exe- 
cution and are associated only with that object 160-a1 . 
Thus, in the example of Figure 3, the pubkey.al and 
privkey.al variables represent values associated with a 
particular instance ("A1 Obj") of the A1 Class. If another 
instance of the A1 Class existed (e.g., AlObjV not 
shown), that other instance would have its own data val- 
ues (e.g., pubkey.al 1 and pvtkey.aV). Figure 3 also 
shows an A20bj 160-a2, which is an instance of the 
ClassA2 158-a2. As the A20bj 160-a2 is defined simi- 
larly to the AlObj 160-al, no additional details are 
shown for this object. 

As set out above, the basic tenet of capability se- 
curity is that the right to do something to an object (e.g. , 
invoke a particular object's methods) is represented 
solely by the holding of a reference to the particular ob- 
ject. The present invention provides a revised formula- 
tion of capability security that meets the two constraints 
set out in the background on acquiring a capability as 
well as a new rule called the "message integrity rule". 
The message integrity rule states that: 
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1 . The capabilities the receiver of a message re- 
ceives correspond exactly to those the sender sent; 
and 

2. Any further information (bits) that the receiver re- 
ceives also correspond exactly to those the sender s 
sent. 

The first clause plugs the loopholes illustrated ,by 
the two problems set out in the background and, there- 
fore, provides a more faithful formulation of what has 10 
been meant by capability security. The extra precision 
inherent in the first clause has not been needed in single 
machine capability systems, because virtually all plau- 
sible engineering choices happen to provide implicitly 
for message integrity. When engineering distributed ca- is 
pability systems, however, the extra precision becomes 
crucial. In this latter engineering domain, one is more 
likely not to provide the message integrity property if it 
has not been articulated. 

In each of the preferred embodiments described 20 
herein, an object is presumed to hold legitimately a ref- 
erence to a particular object only if the object knows 
some unpublicized (except under the conditions re- 
quired by capability security) key associated with the 
particular object. In other words, an object reference and 2S 
an object key can be used to the same effect in these 
embodiments. Additionally, the system of the present in- 
vention ensures that objects seeking access to other ob- 
jects have acquired those capabilities legitimately. This 
is accomplished in these embodiments through the use 30 
of public key cryptography, Diffie-Helman cryptography 
or other cryptographic techniques implemented in the 
objects, wherein a target object uses a secret key to de- 
code messages encoded by the issuing object with the 
unpublicized key. In the present invention, five embod- 35 
iments are described, each corresponding to a different 
way of handling this object-implemented cryptography. 
The first of these embodiments is presented in Figure 
4A. 

Referring to Figure 4A, there is shown a first pre- *o 
ferred embodiment of a system that provides capability 
security for distributed object systems. As do subse- 
quent figures, Figure 4A shows (t ) the communications 
links (depicted as directed arrows) between plural ob- 
jects 160 resident in a multitude of processes 154 and 45 
(2) the form of particular messages 161 issued by one 
object to another along a subset of those links. More 
particularly, the embodiment of Figure 4A is illustrated 
for a Process A 154a that includes three objects: A1 
160-a1, A2 160-a2 and A3 160-a3, and a Process B so 
154b that includes two objects: B1 160-b1 and B2 
1 60-b2. Each of these objects is an instance of a respec- 
tive class. For example, the objects A1 and A2 are in- 
stances of the classes ClassAI 158-a1 and Class A2 
158-a2 (Fig 3), respectively. 55 

In this document, the terms "public key' and "private 
key" refer to pairs of encryption/decryption keys, where 
messages encoded with a public key can be decoded 



only through use of the corresponding private key. For 
the purposes of the present application, the public keys 
are not made freely available; instead, they are publi- 
cized by their associated objects only on a very restrict- 
ed basis (i.e., according to conditions imposed on object 
reference passing by capability security). The private 
keys are truly private and are typically never transmitted. 

In the preferred embodiment of Figure 4A, each ob- 
ject 1 60 has a data area 230 that includes a unique pub- 
lic key ("pubkey ") 232 and private key ("pvtkey") 234 that 
can be used to encode and decode messages transmit- 
ted to and received by that object. In this and subse- 
quent figures, the object and location associated with a 
particular key is indicated after that key's name or ref- 
erence number. Thus, object A1 160-a1 has respective 
public and private keys pubkey.al 232-a1 and pvtkey. 
al 234-al . The data area 230 also includes a list of ail 
object public keys (i.e., references 236) that are known 
to a particular object 160. These object references 236 
constitute the list of objects an object is authorized to 
access. Thus, the object references 236-al for the ob- 
ject A1 , which has communications links to the objects 
A2, A3 and B2, include pubkey.a2, pubkey.a3 and pub- 
key. B/b2. Each of these object references 236-a1 in- 
cludes the referenced object's public key and the ob- 
ject's location. All of this information is contained in the 
name of the object reference 236-a1. For example, the 
reference "pubkey. B/b2" corresponds to the encryption 
key of object "b2" in the process "B". 

As described in reference to Figure 3, each object 
also includes methods 250 inherited from its associated 
class. In the embodiment of Figure 4A, these methods 
250 include an encryption routine "E()" 252 and a de- 
cryption routine "D()" 254 that are used by the objects 
160 respectively to encrypt and decrypt messages sent 
to and received from other objects. In this preferred em- 
bodiment, the methods 252, 254 are known from public 
key-private key cryptography. As is well known, using 
public key-private key cryptography, messages may be 
(1 ) encrypted by a sender with the sender's private key 
before transmission and then, after transmission, de- 
crypted by the intended receiver using the sender's pub- 
lic key, or (2) encrypted by a sender with the intended 
recipient's public key before transmission and then, af- 
ter transmission, decrypted by the intended receiver us- 
ing the intended receiver's private key. Method (1) is 
known as signing and is not used by the preferred em- 
bodiment. The preferred embodiment employs the 
methods 252, 254 (using the intended recipient's key 
pair) to guarantee that (1) only the intended recipient 
can decode a message passing an object reference 
236, and (2) no object can spoof another object into be- 
lieving that the spoofing object has an object reference 
236 it doesnl possess. By providing these guarantees, 
the embodiment of Figure 4 A is able to provide capabil- 
ity security for distrtouted object systems. 

In the embodiment of Figure 4A, object references 
are sent by one object to another object using a mes- 
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sage °foo()" 161. Each message 161 includes the fol- 
lowing fields: 

(1 ) ) the object reference (i.e., the public key) of the 
referenced object; and 

(2) the location (process and machine) of the refer- 
enced object. In this and all other embodiments, the 
object reference and the location together define a. 
capability (i.e., within a capability security regime, ' 
an object can only access another object if it knows 
that object's public key and location). Before issuing 
this message 161 , the sending object encrypts this 
information using the encryption method E() 252 
and the public key of the intended recipient object. 
In Figure 4A and subsequent figures, these encrypt- 
ed messages 161 are described with the syntax: E 
((message contents), pubkey. destination). For ex- 
ample, the message foo() issued by A1 to A2 
wherein the object A1 passes the object reference 
for object A3 to object A2 is represented as 'E( (pub- 
key a3, procA), pubkey.a2)*. In some of the subse- 
quent figures, the object whose reference is being 
passed is indicated by a pointer originating in a hol- 
low arrowhead that corresponds to the message. 

In the interests of transparency, the same syntax (i. 
e., receiver. foo()) can be used to issue an (encoded) 
message to an object that is not local to the object that 
is passing the object reference. For example, to pass 
the remote object B2 a reference for the object A3 (i.e., 
pubkey.a3), the object A1 forms the message 161-2 
shown in Figure 4A. The only differences between this 
message 161-2 and the message 1 61 -1 is that the mes- 
sage 1 61 -2 is encoded with the public key of the object 
B2 (pubkey. B/b2). Also, note that the encoded mes- 
sage, "B/B2.foo()", indicates the full path to the object 
B2 ('B/b2", which is short for 'Process B, object b2"). 

Upon receiving an encoded message (e.g., A2.foo), 
an object decodes the message using its decoding 
method D() 254 and private key pvtkey 234 and adds 
the decoded public reference to its list of known 
object_refs 236. This decoding step ensures that only 
the object that is the intended recipient of an object ref- 
erence can actually receive that reference. 

Because object references are equivalent to public 
keys, which are controlled according to the tenets of ca- 
pability security, it is not possible for a misbehaving ob- 
ject to appear to hold a capability it does not have or to 
masquerade as another object. Also, a misbehaving ob- 
ject cannot eavesdrop on messages to another object 
because all inter-object messages are encoded andean 
only be decoded by the intended recipient using its pri- 
vate key Thus, this embodiment is particularly useful in 
a class of current object-systems where objects co-res- 
ident in a process use common data structures, such as 
a blackboard, to broadcast messages to one another. 
Even though such blackboard systems do not allow ob- 
jects to manufacture references to or to reach into other 



objects (one aspect of capability security), they do not 
provide capability security because the messaging 
channel (i.e.. the blackboard) is not secure, being ac- 
cessible to all communicating objects. However, a 
5 blackboard system consistent with the teachings of this 
embodiment; i.e., where objects encode and decode 
their messages, can provide object-to-object communi- 
cations that are secure within the extended definition of 
capability security 
io The embodiment of Figure 4A provides true capa- 
bility security for distributed objects. However, this em- 
bodiment is not suitable for transparent distributed ob- 
ject systems because it requires an object to know the 
destination (including process and machine) of the ob- 
is jects with which it communicates. This embodiment is 
also extremely inefficient as it requires ail messages re- 
layed between objects to be encoded and decoded us- 
ing public-key encryption techniques, whether or not the 
communicating objects are co-located (in the same 
20 process). Public-key encryption and decoding is expen- 
sive in terms of the CPU resources used. This overhead 
is reduced in the embodiment of Figure 4B. 

Referring to Figure 4B, there is shown an alternate 
preferred embodiment of a capability security system for 
2S distributed, object-oriented programs that makes use of 
public key/private key encryption techniques. The only 
difference between the embodiments of Figures 4A and 
4B is that, instead of encrypting and decrypting all mes- 
sages 161, as in Figure 4A, the embodiment of Figure 
30 4B encrypts only the messages 1 61 that are transmitted 
between different processes and/or machines. This 
means that ail local messages 161 (i.e. messages be- 
tween objects in a single process) are sent plain-text 
between objects that are identified by language-level 
35 pointers, not public keys. An acceptable level of security 
for local messages 161 can be provided by the optional, 
operating system security module 270 and, sometimes, 
by features of the object-oriented language in which the 
programs 1 56 were written. 
40 The data area 230 of each object 1 60 holds the local 
pointers of known objects alongside the public keys of 
the remote objects for which object references are avail- 
able. For example, the known object_refs 236-a1 sec- 
tion of the object 160-a1 include two language-level 
45 pointers, "&A2°and "& A3" ('&" denotes a local address), 
which are, respectively, pointers to the local objects A2 
and A3. Because the object B2 is not local, its public 
key, pubkey.B/b2, is still stored in the objecWefs 
236-a1 . In this embodiment, messages issued to remote 
so objects, such as the message 161-2, are the same as 
in the embodiment described in reference to Figure 4A. 
The local messages are, however, different from those 
shown in Figure 4A. This is because no encryption is 
used for local messaging and, as a result, object refer- 
55 ences can be passed directly between co-located ob- 
jects. For example, the message 161-1', which accom- 
plishes the same purpose as the message 161-1 (Fig. 
4A), includes only the pointer to the object A3 C&A3"). 
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This embodiment is more efficient than that of Fig- 
ure 4A. However, there is stili some inefficiency in this 
system due to the computational overhead associated 
with the double key cryptography performed on all non- 
local, messages. This inefficiency is addressed by the 
system shown in Figure 5. 

Referring to Figure 5, there is shown a depiction of 
a preferred embodiment of a capability security system 
for distributed, object-oriented programs that makes use 
of Diffie-Helman (also known as key exchange) cryptog- 
raphy to provide security between objects in different 
processes. As in the system of Figures 4A and 4B, this 
embodiment is illustrated for two processes, a Process 
A, which includes three objects (A1, A2 and A3) and a 
Process B, which includes two objects (B1 and B2). It is 
immaterial to the operation of the present embodiment 
whether these processes are in the same or different 
machines. In addition to the information stored by the 
objects 160 in the embodiments of Figures 4A and 4B, 
each of the objects 160 includes a generator 238-1 and 
a modulus (m) 238-2, which are described below. Each 
of the objects 160 also includes respective public and 
private keys 232, 234. For example, the object A3 has 
keys 232-a3, 234-a3 (V) and the object B2 has keys 
232-b2, 234-b2 ( m x m ). As in the previous embodiments, 
the objects 160 (Fig. 5) perform the encryption and de- 
cryption steps that allow capability security to be provid- 
ed for distributed object systems. These steps are em- 
bodied in the method DH() (short for Diffie-Helman) 256, 
which is included in each of the objects 1 60. Alternative- 
ly, any type of key-exchange or agreed-key cryptogra- 
phy can be substituted for the Diffie-Helman techniques. 
Additionally, note that the present invention does not 
strictly require that all links between processes support 
encryption. Rather, the true requirement is that links be- 
tween processes must be secure for the present inven- 
tion to maintain capability security. In an environment 
where processes are mutually suspicious and links are 
suspect : link security is only possible when inter-proc- 
ess messages are encrypted. However, in a trusted en- 
vironment such as an intranet (a proprietary network ac- 
cessible only to corporate employees), inter-process 
and inter-machine links are reasonably secure and no 
encryption is required. In such a trusted environment, 
the teachings of the present invention provide capability 
security without any encryption or decryption of mes- 
sages (e.g., with the public key of the recipient). Alter- 
natively, the preferred embodiment can also provide ca- 
pability security in distributed object systems where the 
machines are trusted and the only cryptography is pro- 
vided by the link (e.g., by a link, such as a Netscape 
Secure Socket Layer (SSL), that provides encrypted, bi- 
directional data streams between machines). These 
principles apply the teachings of the present invention 
as described in reference to Figures 4 through 12. 

Figure 5 shows a situation where A1 is passing B2 
an object reference (public key) 31 1 -1 for the object A3. 
In this preferred embodiment, rather than B2 simply us- 



ing the public key 311-1 to encode its messages to A3, 
B2 uses the public key 311-1 to generate with A3 (ac- 
cording to Diffie-Helman's teachings) a single agreed 
key (AK) that B2 and A3 can use to encrypt and decrypt 
their messages to one another. 

Each object 160 has a public key ("pubkey") 232 of 
the form shown in equation 1, where "g", "m", B pvtkey" 
and "%" respectively designate the generator, modulus, 
the object's private key and the arithmetic modulo oper- 
10 ation. As the object A3 has a private key "y' 234-a3, its 
particular public key 232-a3 can be represented as 
shown in equation 2. This value 232-a3 is packaged in 
the message 311-1 when A1 sends B2 the object refer- 
ence to A3. 

1S 

pubkey = (cT^^r/om Eq.(1 ) 



20 pubkey.a3= (gfy/om Eq.(2) 

Upon receiving the message 311-1, B2 generates 
a special private key ("x" 234-b2a3) for sending mes- 
sages to A3 and receiving return results (this is not the 
same as B2*s identifying private key 234-b2), computes 
a matching public key (pubkey.b2a3 232-b2a3) accord- 
ing to equation 1 (i.e., pubkey.b2a3 = (g^^om) and 
sends the special public key 232-b2a3 to the object A3 
in the message 311-2. Upon receiving the message 
30 31 1 -2, A3 computes the agreed key (AK 240-1 ) for re- 
ceiving messages from B2 and returning results from its 
own private key and B2's special public key 232-b2a3 
as shown in equation 3. Due to properties of modulo 
arithmetic, this value can be more simply represented 
35 as shown in equation 4. 

AK = ((c/)%m) x %m Eq.(3) 



AK=(g xy )%m Eq.(4) 

Due to these same modulo properties, B2 is also 
able to compute the agreed key AK 240-1 without any 
further exchange of keys with A3. This ensures that the 
agreed key 240-1 is completely secure (as it was gen- 
erated by the objects using their private keys and was 
never broadcast). Once the AK 240-1 is known to both 
objects, B2 and A3 can send secure messages using 
the AK as the single key in a single key encryption 
scheme (e.g., DES). Also, once the AK 240-1 has been 
generated, B2 can delete the special purpose key pair 
pubkey. b2a3 and pvtkey.b2a3; B2 still needs to store 
A3's public key to be able to pass references to A3. The 
advantage of this embodiment is that two objects in dif- 
ferent processes can still pass object references in such 
a way that capability security is maintained while avoid- 
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ing the overhead of public key encryption. On the other 
hand, the advantage of the previous embodiment is that 
it implicitly provided some degree of non-repudiation, by 
virtue of its direct use of public key cryptography, while 
this embodiment does not. However, since a goal of the 
present invention is to produce a faithful implementation 
of capability security, and capability security is not de- 
r fined to include the property of non-repudiation, this lacty 
is not a problem. 

The above technique would seem to give A3 access 
to 62, because B2 has given A3 its public key. This 
would appear to be a security problem, since there are 
situations in which B2 should be able to access A3 but 
not vice-versa. However, the use of special purpose 
keys prevents this problem. 

Another drawback of this embodiment is that the 
process of generating agreed keys between all combi- 
nations of objects that need to communicate across 
processes is costly in terms of processor time and mem- 
ory usage, especially if the communication channel is 
only going to be used for a few messages. Some of 
these inefficiencies are addressed by the embodiment 
of Figure 6. 

As does the embodiment of Figure 5 : the embodi- 
ment of Figure 6 also employs Diffie-Helman cryptogra- 
phy. However, instead of requiring an agreed key to be 
generated for every pair of objects involved in inter-proc- 
ess messaging, this embodiment only requires that one 
agreed key AK be generated per process pair (this im- 
plies that each process must have public and private 
keys) and that the processes, not the objects, perform 
the necessary encryption and decryption. Accordingly, 
a process 154 includes data such as a public key 370, 
a private key 372. a generator 238-1 , a modulus 238-2, 
known object references 236, agreed keys 240 for com- 
municating with other processes, such as the agreed 
key AK. AB 240-1 used by process B for communicating 
with process A, and methods 376, such as Diffie-Hel- 
man DH() 256. In the preferred embodiment, each proc- 
ess also includes a fingerprint 378 (e.g., 378-b), which 
is the hash of the process's public key 370. The finger- 
print 378 is a much smaller substitute for the public key 
370 (e.g., whereas a typical Diffie-Helman public key 
has on the order of 1000 bits, a reasonable fingerprint 
needs only to be between 64 and 1 28 bits in length) and 
can be used as a substitute for the public key when two 
processes are establishing a secure Diffie-Helman com- 
munications channel. One requirement for choosing the 
hash function used to generate the fingerprint 378 is that 
it must be highly unlikely for a third party to generate a 
public key that hashes to that same value. One such 
hash function that is employed by the present invention 
generates a fingerprint 378 equaling the 128 low-order 
bits of the public key 370. 

In this embodiment, anytime a pair of processes for 
which an agreed key exists need to communicate, they 
simply use the agreed key of that pair of processes as 
the key in a single key encryption scheme (note: a new 



agreed key 240 is generated each time a new connec- 
tion is established between a pair of processes) For ex- 
ample, an object A1 in the process A only needs to know 
the agreed key for the process pair AB (e.g., AK. AB) to 

5 send an encrypted message (e.g., a message) to an ob- 
ject B1 in the process B. If they do not already have an 
agreed key, then two processes can generate their 
agreed key as described in reference to Figure 5 as long 
as one of the processes knows the public key of the oth- 

10 er process or, alternatively, the fingerprint of the other 
process. For example, assuming that process A wants 
to establish a secure inter-process channel with process 
B and only knows B's fingerprint 378-b, process A would 
first issue a message asking the process with the finger- 

is print 378-b (i.e., process B) to return its public key 370-b. 
Process B would then return its public key 370-b to proc- 
ess A, which uses the fingerprint 378-b and the appro- 
priate hash function to verify that the returned public key 
was indeed from process B. Once process A has verified 

20 process B's public key, the two processes can establish 
their Diffie-Helman agreed key AK-AB as already de- 
scribed. 

Of course, without additional security between ob- 
jects, a misbehaving object could access any object in 

2S any process whose agreed key is known to the misbe- 
having object. For example, as long as A1 knows the 
agreed key for the process pair AB, it could send a mes- 
sage to the object B2, even if not authorized to do so. 
To prevent this problem, the preferred embodiment 

30 of Figure 6 includes in each process a "registrar" object 
350, which maintains a table of unguessable secret 
numbers 352 for co-located objects (i.e. : objects in its 
own process). Alternatively, any kind of secret code can 
be used in lieu of secret "numbers*. And, of course, by 

35 "unguessable" it is meant that the secret numbers must 
be practically unguessable given the ever-changing 
state of computer power and cryptography. The registrar 
objects have access to a random number generation 
method for generating unguessable secret numbers, 

^o which in the preferred embodiment are at least 64 bits 
in length. Each registrar 350 also includes a remember 
method 354 that registers unique secret numbers for ob- 
jects when there is a need for an inter-process reference 
for a previously un-registered object and a lookup meth- 

45 od 356 that handles all inter-process communications 
directed to registered objects in its process. Because 
secret numbers are known only to the appropriate reg- 
istrar and to objects that have the capability to access 
registered objects across process boundaries, this em- 

so bodiment preserves capability security for distributed 
objects. Also, because the individual objects do not 
have to handle the task of generating unique agreed 
keys for any objects with which they wish to communi- 
cate, the present embodiment does away with much of 

55 the overhead of the previous embodiments. 

Thus, referring to Figure 6, before the object A1 can 
pass an object reference for the object C1 to the object 
B2, the object A1 must first know the agreed key for the 
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process pair A-B ("AK.AB"), the network location of 
process C ("Cloc"), process C's public key ("pubkey.C 0 ), 
from which one can authenticate C, and the secret 
number for the object C1 ("sn.C1"), which indicates that 
A has the capability to access C1. Once it has this in- 
formation, the object A can form a message (6-0) con- 
sisting of C's location, C's fingerprint (fp-C) 378-C (gen- 
erated by A from C's public key) and C1 's secret number. 
Al then forms an encrypted message (6-1 ) by prepend- 
ing to the message (6-0) B2*s secret number (which the 
registrar 350b uses to locate B2) and encrypting the 
augmented message using the agreed key for the proc- 
ess pair AB (AK.AB). In this embodiment, encryption is 
represented using superscript notation. Thus, the mes- 
sage (6-1) is represented as (sn.B2,(Cloc, fp.C, sn. 
C1)) AKAB ). Finally, Al sends the encrypted message 
(6-1 ) to Process B, which, upon receiving the message 
(6-1 ), decrypts it using the agreed key AK.AB. This step 
allows process B to verify that the encrypted message 
was actually sent by an object in process A (which pre- 
vents spoofing). Process B then sends the decoded 
message (6-2) to its registrar 350b, which verifies the 
secret number of the recipient (i.e., B2). Once it verifies 
the secret number, the registrar 350b sends the unpack- 
aged object reference (6-3) to object B2, which stores 
the information in its list of known object refs 236-b2. In 
this embodiment, an object ref consists of an object's 
location and cryptographic information (process public 
key and object secret number). Thus, as shown in Fig- 
ure 6, the object reference for C1 stored in B2's data 
area236-b2 is "Cloc/fp.C/sn.CI", where "Cloc" is the lo- 
cation of process C, "fp.C" is process C's fingerprint and 
a sn.C1" is object C1's secret number. Of course, C's 
public key could be substituted for the fingerprint fp.C in 
the messages (6-0) through (6-3). 

Diffie-Helman cryptography utilizes single key en- 
cryption for communication between two entities once 
an agreed key has been computed, which is, generally, 
significantly more computationally efficient than public 
key cryptography. The extra overhead associated with 
computing an agreed key is more than made up by lower 
computational requirements of single key encryption so 
long as a reasonable number of messages are transmit- 
ted using the agreed key. 

While the embodiment of Figure 6 efficiently pro- 
vides capability security for distributed object systems, 
it is also less than transparent. This is because an object 
must format messages differently when communicating 
with co-located objects as opposed to remote objects. 
In the prior art, there are well-known methods that pro- 
vide transparency in distributed object systems; albeit 
without capability security. One such system is shown 
in Figure 7, which is now briefly described. 

The prior art system in Figure 7 provides transpar- 
ency in distributed object systems through the use of 
object proxies, which act as intermediaries between ob- 
jects in different processes, and transport managers 
(TM) S which handle inter-process communications and 



create and destroy proxies as needed. In this system, 
objects pass messages using only language pointers/ 
local addresses (i.e., an object only needs to know how 
to pass messages within its object space). Of course, in 
s a distributed object system, not all objects with which an 
object needs to interface are located in the same proc- 
ess. Therefore, when a first object needs to hold a ref- 
erence to a remote object, a local proxy object is created 
in the first object's process to act as a local stand-in for 
the remote object (the proxy's "sibling"), I.e., the proxy 
object picks up messages intended for its remote sibling 
by local objects and ensures that those messages are 
delivered, via a transport manager, to its sibling. To en- 
able these functions, each proxy object inherits from two 
interfaces: (1 ) ) the interface of the object for which it is 
a proxy (so it can respond to ail of its sibling object's 
messages) and the "Proxy" interface, which defines the 
methods associated with all proxies. For example, an 
object proxy B2' is an instance of B2IFace and Proxy. 

For an object to forward a message via a proxy to 
its remote sibling requires a pair of transport managers 
(TM), one in each process. Each TM has an in-table (IT) 
and an out-table (OT). An in-table contains pointers to 
local objects, using indices corresponding to those used 
by the corresponding out-table in the corresponding TM 
for the corresponding proxy. Each proxy knows its index 
in the local out-table. When a message is sent to a proxy, 
the proxy forwards it to its sibling (identified by the in- 
dex), repackaging any arguments as described below. 

It is not necessary that a proxy and its remote share 
the same index in corresponding in- and out-tables. In- 
stead, it is only necessary that (a) the transport manager 
can derive the in-table index of the remote object from 
information specific to the particular proxy. 

Arguments to be sent by value (e.g., strings, num- 
bers, boolean values) are encoded directly. Arguments 
that are local objects which are already known to the 
remote process are encoded using their index in the re- 
mote process's out-tables. Local objects for which the 
remote process does not have an entry are first added 
at a new index in the local process's in-table and then 
encoded as a known local object. Objects that are locally 
known via a proxy to the destination process are encod- 
ed using their index in the destination TM's in-table. Ob- 
jects which are local proxies to objects stored some- 
where other than the destination process require a 
three-party handoff (described below in reference to 
Figure 9), 

When an incoming message is received by a TM, it 
finds the receiver in the in-table corresponding to the 
source of the message using the slot identified in the 
message (e.g., "i(1)" in Figure 7). Arguments sent by 
value are created directly from their encoding. Argu- 
ments that are local to the destination system are de- 
coded (as was the receiver itself) by look-up in the des- 
tination TM's in-table. Objects which are local to the 
source are decoded by look-up in the destination out- 
table (e.g., "A2Proxy(3) B in Figure 7). If the indicated slot 
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in the out-table is empty, a new proxy is created at the 
indicated index with the indicated type. 

For example, as shown in Figure 7, assume that the 
object A1 is trying to pass an object reference for the 
local object A2 to the remote object B2. Because B2 is s 
remote from A1 , a proxy object B2' exists in process A 
for the remote object B2. The proxy object B2' is an in- 
stance of the B2IFace and Proxy classes. The transport: 
managers TM1 and TMV coordinate communications' 
between the processes A and B. These transport man- io 
agers TM1 and TMV link B2's proxy and B2 by respec- 
tively assigning the objects 82' and B2 a slot index of 1 
in the output and input tables OT1, ITV. Note that the 
in-tables IT are defined using a two-way mapping (indi- 
cated by the two-headed arrow below the respective col- is 
umns) that allows a transport manager to look-up an ob- 
ject in the IT by index (when pulling a message to the 
object off the wire) or identity (when determining wheth- 
er there is an in-table entry for the object). The out-ta- 
bles OT only allow objects to be looked-up by index. 20 

A1 initiates the process of sending the object refer- 
ence for A2 to B2 by issuing the language level message 
■B2.foo(A2)". This message is picked up by the local 
proxy object B2\ which in turn issues the message "i(1 ). 
foo(A2) B to the transport manager object TM1. This 2s 
message tells the transport manager TM1 to issue an 
appropriate message containing a reference for A2 to 
its sibling TMV via index 1 of its in-table ITV (this is the 
index shared by B2 and B2'). The transport manager 
TM1 responds by looking-up A2 by identity in its in-table 30 
IT1 . If there is no entry for A2, TM1 allocates an entry 
with an unused index. If there is an entry, TM uses the 
existing index. Once it has determined or allocated the 
in-table index for A2 (in this case, 3), the transport man- 
ager TM1 issues the network message "i(1).foo 35 
(A2Proxy(3))" to TMV. This message tells the remote 
transport manager object TMV to issue the language 
level message 1 oo(A2)" to the local object "B2" associ- 
ated with the in-table index 1, thereby completing the 
process of passing the object reference for the object 40 
A2 to the object B2. Once B2 knows about A2\ it can 
issue language-level messages to A2* (e.g. "A2'.foo()"), 
which are handled by the A2Proxy and the transports 
TM1, TMV as described above. 

This prior art system provides transparency for dis- 4s 
tributed object-oriented systems. However, it provides 
no security. This failing is addressed by the embodiment 
of the present invention shown in Figure 8, which, build- 
ing on some of the concepts from the embodiment of 
Figure 6, provides capability security for transparent, so 
distributed, object-oriented systems such as the one of 
Figure 7. 

The embodiment of Figure 8 includes the same ba- 
sic components as Figure 7 (i.e., processes, transports, 
in-tables, out-tables, objects and object proxies). Unlike ss 
the embodiment of Figure 7, the transport managers of 
Figure 6 include an additional security method that en- 
ables them to encrypt and decrypt inter-process mes- 



sages sent between their associated processes. In the 
preferred embodiment, this method is the already dis- 
cussed DH() 156, which enables transport pairs to gen- 
erate an agreed key in accordance with Diffie-Helman 
key exchange cryptography as described in reference 
to Figure 6. For example, in Figure 8, the transports TM1 
and TM1 ' would use the method DH() to generate a sin- 
gle agreed key AK.AB associated with the processes A 
and B. Alternatively, each of a pair of transports TM 
could have its own public and private keys and public 
key encryption and decryption methods E(), D(), which 
the transport manager could use to securely encrypt and 
decrypt inter-process messages. In this embodiment, 
because all security and inter-process message trans- 
mission functions are handled by the transport mangers 
TM, the individual objects do not have to be concerned 
with cryptography or where a particular object is located, 
which enables capability security to be provided for 
transparent distributed object systems. As in the em- 
bodiments described previously, in the embodiment of 
Figure 8 encryption is only performed for inter-process 
messages. All local messages are passed using lan- 
guage-level pointers with security provided by the oper- 
ating system or the computer language. 

The operation of this preferred embodiment is now 
described for the following two situations: 

(1 ) where an object passes an object reference for 
a co-located object to an object in a different proc- 
ess (Fig. 8), which situation is handled by a two- 
party method 458 associated with the transport 
managers; and 

(2) where an object passes an object reference for 
an object located in a second process to an object 
located in a third process (Figs. 9A, 9B, 9C), which 
situation is handled by a three-party method 460 as- 
sociated with the transport managers. 

These examples are by no means exhaustive. However, 
the way this preferred embodiment operates in other sit- 
uations (e.g. where the referenced object and the send- 
ing and receiving objects are co-located or where only 
the referenced and receiving object are co-located) fol- 
lows from these descriptions. 

The first situation, shown in Figure 8, largely pro- 
ceeds as described in reference to Figure 7, with the 
addition of encryption and decryption steps performed 
by the transport managers TM1 and TMV. 

It is noted here that slots in each transport manag- 
er's in-table are assigned by a method associated with 
the transport manager. More specifically, any object re- 
quiring an index value for an in-table slot calls an in-table 
slot assignment method, passing as an argument a lan- 
guage pointer to a specified object for which an in-table 
slot is required. The slot assignment method determines 
if the specified object has already been assigned a slot, 
assigns an unused slot if the object has not already been 
assigned a slot, and then returns the object's assigned 
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slot number. 

As in Figure 7, A1 initially issues the message 
B2.foo(A2), which is picked-up by the proxy object B2' 
(recall, a proxy object is responsive to the same mes- 
sages as its sibling). B2' relays this message to the s 
transport manager TM1 , designating B2as the recipient 
by using the index common to both B2 and B2' (i.e., 1 ). 
The transport manager TM1 , making used of its two-p^r- 
ty method 458, encrypts the corresponding network 
message (e.g., i(1 ).foo(A2Proxy(3)) using either public/ 10 
private key or Drffie-Helman techniques. The encrypted 
message (i(1).foo(A2Proxy(3)) AK - AB is then relayed by 
the transport manager TM1 toTMV. The transport man- 
ager TM1* decrypts the received message and, if the 
proxy does not already exist, creates an object instance is 
A2' of the class "A2Proxy", associates the object A2' 
with the out-table index 3 in OTV and issues the mes- 
sage B2.foo(A2) ("A2" in this message is equivalent to 
•A2"). Once the message has been delivered, the proxy 
object A2' can be used by B2 (and other objects in proc- 20 
ess B) to issue messages to the object A2. Note that 
access to the proxy object A2' is limited according to the 
tenets of capability security to only those process B ob- 
jects that know its reference. Process B objects without 
this capability are prevented by internal language serv- 2S 
ices from obtaining this reference. Other, remote, ob- 
jects are also not able to obtain this reference due to the 
encryption and decryption that is performed by the 
transports TM1 , TM1 '. Thus, the preferred embodiment 
described in reference to Figure 8 provides for the se- 30 
cure, transparent transfer of object references between 
objects in two different processes. 

The second situation differs from the two process 
situation described in reference to Figure 8 in that, due 
to the requirements of capability security, the object in 35 
the third process (i.e., the object that is the intended re- 
cipient of the message) cannot make use of the in-table 
and out-table index of the referenced object in the trans- 
port managers that coordinate communications and se- 
curity between the processes of the sending and refer- 40 
enced objects. This is because slot indices are private 
to the transport managers that maintain them and to ob- 
jects in the corresponding processes that have the ca- 
pability to access the objects associated with those par- 
ticular slot indices. If access to transport managers were 
shared among more than two processes, a misbehaving 
process could pretend to have access to objects counter 
to the rules of capability security by creating local prox- 
ies corresponding to indices it merely guessed. To pre- 
vent this, processes have a separate transport manager so 
for each process with which they are in communication. 
Each transport manager's out-table only holds referenc- 
es to objects that were already provided to the process 
corresponding to that TM. Therefore, a misbehaving 
process can only communicate with objects to which ss 
each of its correspondents allows it access. 

Furthermore, because there is no correspondence 
between the slot indices assigned by different transport 



pairs to objects, there is no implication that the slot index 
used by a particular pair of transport managers for one 
object would be used by another pair of transport man- 
agers for the same object. Thus, in the three process 
case, one way a meaningful object reference can be 
passed for a particular object is to use as the particular 
object's reference an invariant value that is associated 
with that object as long as remote references to the ob- 
ject exist. This preferred embodiment uses a secret 
number maintained by the registrar for objects in the 
registrar's process as this invariant value. How the pre- 
ferred embodiment uses these secret numbers is now 
described in reference to Figures 9A, 9Band 9C, each 
of which shows a different stage of the process by which 
the object A1 passes a reference for the object C1 to 
the object B1 , all of which are resident in different proc- 
esses. 

Referring to Figure 9A, there is illustrated the first 
stage of the three-process object-reference passing sit- 
uation. This figure shows three processes, A, B and C, 
each of which includes a respective registrar RA (not 
shown), RB (not shown), RC and program object A1, 
B1, C1. Process A also includes a registrar proxy RC 
and a C1 proxy object C1 ', which can be used by objects 
in Process A to communicate transparently with the reg- 
istrar RC and the object C1, respectively. In the pre- 
ferred embodiment every process has a registrar ob- 
ject. Whenever two processes set up a transport man- 
ager pair (as described above) registrar proxies are au- 
tomatically generated in each process to enable com- 
munication with the other process's registrar. 

Inter-process communication services between the 
processes A and B and the processes A and C are pro- 
vided respectively by the transport manager pairs TM1 , 
TM1 ' and TM2, TM2*. As described above, each of these 
transport managers includes in-tables IT and out-tables 
OT, wherein an object and its proxy are linked using a 
common slot index. In Figure 9A, the object C1 has al- 
ready been assigned the slot index 3 in both OT2 (in 
TM2) and IT2 1 (in TM2'). This slot index is the object ref- 
erence that is used in two-process reference passing 
situations. The object C1 has also been assigned the 
secret number sn.C1, which is stored in the secret 
number table 352c maintained by the registrar RC. In 
the three-process case, this secret number sn.CI con- 
stitutes the object reference that is passed to Bl as a 
result of Al issuing B1 a message referring to C1 . How 
this secret number is provided to B1 has to do with in- 
teractions between the sending object A1 , the sending 
transport manager TM1 , the process C registrar proxy 
RC and its analog, the registrar proxy RC. A key to 
these interactions is the way the preferred embodiment 
allows objects (including transport managers) to access 
remote registrars via slot indices in paired transport 
managers such as TM2 and TM2\ 

In the preferred embodiment each registrar is as- 
signed a fixed slot index of 0 in all transport managers. 
Consequently, whenever an object needs to send a 
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message to a remote registrar, it relays the message to 
the appropriate registrar's proxy object, which then 
routes the message to its analog via the slot index 0 of 
corresponding out and in tables. For example, the object 
TM1 issues a message to the registrar RC by sending 
the message to "the object in process A whose out-table 
index in the transport manager TM2 is 0" (the part in 
quotes represents the object reference of the registrar,, 
proxy RC). The transport manager TM2 encrypts the 
message and then relays the encrypted message to slot 
5 0 of the in-table of the transport manager TM2\ The 
transport manger TM2' then decrypts the message and 
automatically passes the decrypted message on to the 
registrar RC. 

The third-party handoff situation requires the vari- 
ous objects to support call-return messaging, which is 
where a sending object issues a message that requires 
the recipient to return a value to the sending object. This 
feature is not assumed to be provided by the founda- 
tions of the distributed object system of the present in- 
vention, where all of the messaging might be one way. 
However, the preferred embodiment achieves the effect 
of call-return messages through ■hole" objects, which 
are created specifically to be bound to a value returned 
by an initial message recipient using a second message. 
As with other objects in this transparent, distributed-ob- 
ject system, hole objects are linked across different 
processes with common slot indices in a pair of input 
and output tables. Referring to Figure 9A, the objects 
HC and HC represent such a pair of hole objects that 
are used in the third-party handoff situation. How these 
hole objects are created and used will become apparent 
in the course of the following description. The teachings 
of the present invention with regard to the third-party 
handoff situation are also applicable to any N-process 
message passing situation, where N is an integer great- 
er than 3. 

In the present example, the object Al initiates a third 
party handoff to B1 ' of a reference to C1 ' by issuing the 
language-level message "B1Moo(C1')" (9-1). As in the 
two-party case of Figure 8, this message is relayed by 
BV to TM1 , which associates B1 and B1\ Upon receiv- 
ing the message 9-1 , the TM1 realizes that C1 ' is a proxy 
that is related to a third-process (C). which realization 
causes the TM1 to invoke its third-party method 460. 

As the first step in this third-party method 460, the 
TM1 requests the secret number of the object C1 by is- 
suing the remember message 9-2 to the registrar corre- 
sponding to C1\ At the language level, this message is 
represented as "RC\ rememberer)". Note that TM1 
finds the local registrar (RC) for C 1 ' by sending the mes- 
sage C1\registrar(). The remember message 9-2 is 
picked up by the registrar proxy object RC and relayed 
to the transport manager TM2 with the receiver desig- 
nated with the slot index 0. 

This is the slot index used by RC to communicate 
with the registrar RC. In response, TM2 creates a hole 
object HC to be bound to the secret number returned by 



RC and associates HC with an available slot index (7) 
in the in-table IT2. The TM2 also issues the network 
message 9-3 "i(0).remember((i(3), HoleProxy(7))", 
which tells the remote object associated with slot index 
s 0 in the in-table IT2' (i.e. the registrar RC) to generate 
("remember") a secret number associated with the ob- 
ject with slot index 3 in the in-table OT2 (i.e., the object 
C1 ) and create a hole proxy (HC1 ') in process C with an 
associated slot index of 7 in the out-table OT2' (the hole 
10 proxy HC is actually created by the transport manager 
TM2'). This hole proxy HC is used by the registrar RC 
to return the value of Cl's secret number to the hole ob- 
ject HC. Finally, the TM2 waits for the secret number sn. 
C1 to be bound to the hole object HC and, when that 
is occurs, returns the secret number sn.C1 to the TM1. 
The registrar RC generates a secret number for C1 (e. 
g., 395276) and stores it in its secret number table 352c. 

Once the hole proxy HC exists, the registrar RC is- 
sues a bind message 9-4 ("i(7).bind (395276°)), which 
20 specifies the in-table slot index, i(7), of the hole object 
HC and C1 *s secret number, to which the hole object HC 
is to be bound. This message is picked up by HC (which 
shares the slot index 7 with HC) and returned to HC via 
the slot index 7 of the transport managers TM2' and 
TM2. 

Once TM1 knows Cl's secret number, it issues the 
network message 9-5 ("i(2).foo(thirdParty (Cloc, fp.C, 
sn.Cl, PHP(43)"). This message is relayed through the 
transport manager TMV to the object B1, which has a 
slot index in the in-table IT1 ' of 2. The argument of the 
message °foo(. . )" indicates that the message is a third- 
Party object reference (third Party") for an object with 
the following location and cryptographic information: 

(1 ) Cloc the network location of process C, which 
is used by process B to locate process 

C; 

(2) fp.C the fingerprint of process C, which proc- 
ess B will use to get and verify Cs public 
key; 

(3) sn.Cl Cl's unguessable secret number, which 
acts as the network object reference to 
the object C1 ; and 

(4) PHP(43) A submessage that tells process B to 
construct a proxy object of the class 
proxy HolderProxy associated with index 
43 in the out-table OTV. The proxyHold- 
erProxy and its associated proxyHolder 
in process A exist only until the object B1 
has been able to establish its own two- 
process link with the object C1. 

Referring to Figure 9B, there is shown a diagram of 
the second stage of the three-process reference pass- 
ing situation. At this point, the object TMV has received 
the message 9-5. As a result, TM1 ' establishes a secure 
communications channel with process C consisting of a 
third pair of transports TM3 t TM3\ each of which in- 
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eludes the corresponding out-table and in-table pairs 
OT3, IT3 and OT3\ IT3\ In response to the third-party 
message ("thirdParty"), TM1' constructs a registrar 
proxy RC- that is linked to the process G registrar RC 
via slot index 0 of the out-table OT3 and the in-table IT3\ 
Once this infrastructure is in place, TM1 ' issues the 
language level message 9-6 (RCMookup(39527)), 
which RC - forwards through TM3 as the network mes- 
sage 9-7 ("i(0).lookup(395276, HoleProxy(5)"). This 
message tells the registrar RC to lookup in its secret 
number table 352c the local object whose secret 
number is 395276 (i.e., object C1 ) and then form a Hole- 
Proxy HC2' associated with slot index 5 of its out-table 
OT3' for relaying an object reference for object C1 to 
object B1 (as in Fig. 9A, a hole proxy HC2 exists in proc- 
ess B to receive the return value, in this case, the object 
reference). 

In processing the "lookup" message, the registrar 
RC directs TM3* to reserve an index (3) in its out-table 
for the referenced object C1 and issues a language-lev- 
el hole bind message fHC2\bind (CI proxy)") to the 
hole proxy HC2\ The hole proxy HC2* relays this mes- 
sage to TM3', and then TM3' relays an equivalent net- 
work message 9-8 ("i(5).bind (C1 proxy (3))') to TM3. 
This- causes TM3 to deliver the bind message to the 
hole object HC2, which, as a result, binds the return val- 
ue, "C1Proxy(3)V Upon the occurrence of this binding, 
TM1 1 constructs an object of the class C1 Proxy (a proxy 
for a C1 object instance), or C", associated with the slot 
indt . 3 in the out-table OT3, which corresponds to the 
in-table slot index reserved for the object C1 in the trans- 
port manager TM3. 

Referring to Figure 9C, there is now shown the final 
result of this three-process reference-passing situation, 
where the object B1 has a direct reference to the object 
C1 via the proxy object C1". Once the pair of transport 
managers TM3, TM3' are in place, objects in process B 
(e.g., B1 ) and in process C (e.g., C1) can communicate 
securely and transparently using the proxies and en- 
cryption provided by the present invention; there is no 
further need of C1's secret number. Instead, the object 
B1 can securely and transparently access the object C 1 
using as its mechanism the slot index 3 provided by the 
transport managers TM3, TM3\ This allows the objects 
Bi and CI to conduct secure conversions without the 
overhead and possible insecurity of multi-process mes- 
sage forwarding (e.g., where B1 and C1 communicate 
via A1). This solution also provides immediate path 
shortening between objects, because, ultimately, any 
passed object reference results in a direct link, consist- 
ing of a pair of transport managers TM, being formed 
between the processes hosting the referenced object 
and the object to which the reference was passed. 

In summary, it is noted that in accordance with an 
embodiment of the invention language-level messages 
for passing an object reference for an object C1 from a 
first object A1 to another object B1 is the same, regard- 
less of whether objects C1 and B1 are in the same or 



different processes from object A1. When the object re- 
ceiving such a message is a proxy object, because the 
intended recipient is in another process, methods asso- 
ciated with the proxy object automatically repackage the 

s message so as to enable the receiving object to access 
the referenced object. As described in more detail 
above, the repackaged message enables the receiving 
transport manager to generate a local proxy object, if 
needed, and to determine which transport manager and 

io which transport manager slot to use to access the ref- 
erenced object, including (in the case of three process 
object reference passing) the information needed to set 
up a new transport manager to communicate with the 
process in which the referenced object is located. Thus, 

is the present invention provides transparent object ac- 
cess, while also providing a high degree of security in 
an efficient manner. 

Many distributed object systems, including systems 
providing transparent inter-process messaging, provide 

20 distributed garbage collection systems, wherein inde- 
pendent garbage collectors run in each process. These 
distributed garbage collectors can create potential prob- 
lems that impair the reliability of two- and three-party 
object reference passing. Solutions to these problems 

25 that are provided by the present invention are now de- 
scribed. 

Garbage Collection 

30 An embodiment of the invention is compatible with 
local garbage collectors that perform either ref-count or 
full" garbage collection (a term that refers to well-known 
garbage collection methods such as "stop and copy" 
and 'mark and sweep"). 

35 The purpose of a distributed garbage collection sys- 
tem is to provide a number of garbage collectors, each 
of which periodically visits all objects in its process and 
reclaims (collects) the memory allocated for objects that 
are no longer being accessed by any other object in the 

^0 same or other processes. In an embodiment, objects 
can be accessed through two different kinds of pointers: 
weak pointers (i.e., pointers that refer to an object and 
can be followed, but which donl cause storage to be 
retained - used for the link between an out-table slot and 

45 the local proxy associated with that out-table slot) and 
strong pointers (pointers that establish a chain of stor- 
age during garbage collection). 

For example, in Figure 9 A, there is a weak pointer 
@CV from the slot 3 of the out-table OT2 to the proxy 

so object CV but there is a strong pointer @C1 between 
the object A1 and CV. In the garbage collection system 
of the present invention, assuming the local garbage 
collectors perform ref-count (short for ■ reference- 
count") garbage collection, ait objects that are ad- 

55 dressed only by weak pointers or no pointers are auto- 
matically collected. Alternatively, assuming the local 
garbage collectors perform full garbage collection, ail 
objects are collected that are not reachable via a chain 
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of strong pointers from the stack or global variables 
(which are referred to as "roots"). Since in-table pointers 
are strong, the objects they point to won't be collected 
until the remote proxy is collected and the in-table entry 
is cleared. 

Additionally, associated with each out-table slot is 
an unmarshaling count UC that represents the number 
- of received messages referencing the remote object as^ 
sociated with the out-table slot. A transport TM is con-' 
figured, upon receiving a message including a reference 
to a local proxy, to increment the unmarshaling count 
UC for that proxy. A transport TM is configured, upon all 
local objects dropping their references to a proxy for 
which the transport has an out-table entry, to delete the 
proxy's out-table entry and to issue a forget message to 
the transport in the process hosting the proxy's sibling. 
The forget message includes the current unmarshaling 
count UC and a slot number identifying the in-table slot 
associated with the particular object. 

A transport TM is configured, upon receiving a for- 
get message, to subtract the unmarshaling count UC 
from the marshaling count MC associated with the slot 
number designated in the forget message. The trans- 
port TM is also configured, upon the marshaling count 
MC going to zero, to (A) delete the designated in-table 
IT slot and the strong pointer linking the designated in- 
table slot to the particular object whose remote refer- 
ences were dropped, and (B) issue a second message 
to the registrar R notifying the registrar R that the in- 
table slot was deleted. 

Garbage collection is readily implemented in object 
systems where all of the objects are resident in a single 
process. However, in the situations where object refer- 
ences are being passed between objects in two (Fig. 8) 
or even three (Fig. 9A-C) processes, automated gar- 
bage collection can cause problems unless the delays 
that occur in inter-process communications are taken in- 
to consideration. For example, consider the following 
two-party reference-passing situation in light of Figure 
9D, which illustrates the interaction of two simultaneous, 
independent threads, which perform the following steps: 

Thread J 

1.1 . The one reference to C is dropped; 

1.2. as a result, the C slot, 37, is deleted from the 
out-table OT1 ; 

1.3. TM1 sends a drop(37) message, which tells 
TM1 ' to delete the corresponding slot 37 from its in- 
table ITV; 

1.4. TMV receives the drop(37) message; and 

1.5. TMV deletes slot 37. 

Thread K 

2.1. Object A (in process 1) passes object B (in 
process 2) a language-level message for the proc- 
ess 1 object C (i.e., •B'.foo(Cn; 



2.2. This message is issued through the proxy B' by 
TMV as the network message "i(24).foo(CProxy 
(37))" because that slot exists in association with 
the object C. 

5 

Assuming conventional garbage collections run- 
ning independently in processes 1 and 2, after the last 
pointer to a proxy is released (as is the case when the 
references (1.1) to CV are released), the garbage col- 

io lector (or the reference counting mechanism) will de- 
stroy the proxy. The weak pointer from the out-table (e. 
g., the out-table in process 2) will therefore collapse, 
triggering the transport manager to (1 ) clean up the out- 
table and (2) send a drop message to its sibling TM (e. 

is g., in process 1, TM1 sends a drop message (1.3) to 
TMV) that tells the sibling to delete the corresponding 
slot (e.g., slot 37). 

The garbage collection problem that can arise given 
these two simultaneous threads and independent gar- 

20 bage collection occurs when the drop(37) message and 
the i(24).foo(CProxy(37)) messages cross in transit. 
When this occurs, TM1 receives the CProxy message 
and associates a new object C with slot 37, which is 
now available (TM1 having deleted it previously), and 

2S passes the object reference for C to the local object B. 
At the same time, TMV has deleted slot 37 from its in- 
table ITV; meaning that it considers that slot unallocat- 
ed. 

As a result of this situation, C\ when it tries to issue 

30 • messages to C using slot 37, could end up pointing back 
to no object or, even worse, to an unintended object sub- 
sequently remapped to that slot by TMV. 

Traditional garbage collectors can handle this prob- 
lem, but does so in a way that is susceptible to attack 

3S from misbehaving processes that are a part of the dis- 
tributed system. The method used by traditional distrib- 
uted garbage collectors is to tenure/grandfather any ob- 
ject that becomes known to non-local objects, rendering 
it immune to collection. This means that even if garbage 

40 collection is. performed while inter-process messages 
are in-transit, the local objects referenced in those mes- 
sages are not collected. 

The present invention avoids the problems caused 
by message-passing latency by taking into account two 

45 types of object references: 

(1) ) in-process object references (e.g.. the refer- 
ence from A1 to A2); and 

(2) references that are "in transit" (meaning refer- 
50 ences that are moving between processes and/or 

machines). 

The solution of the present invention can be thought of 
as a distributed ref -count garbage collector coexisting 
55 with local full or ref -count garbage collectors. 

The preferred embodiment of the distributed gar- 
bage collection system of the present invention is now 
described in reference to Figure 10A, where there are 
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shown two processes A, B, a representative in-table IT1 
in process A, out-table OT1* in process B and objects 
A1 , A2, A2* (a proxy for object A2), B1 and B1 ' (a proxy 
for object B1). and garbage collectors GCA, GCB. The 
in-table IT1, in addition to the fields already described, 
includes a marshaling count for each slot. A marshaling 
count (MC) keeps track of the number of references (ac- 
tual and in transit) sent to remote objects via a pajr of 
transports for a local object. For example, the marshal- 
ing count, MC.A2 represents the number of messages 
sent (marshaled) by TM1 to TMV that mention A2. So 
the marshaling count accurately reflects both actual and 
in transit references, it is incremented every time a mes- 
sage is sent to an object in another process. Moreover, 
there can be several different marshaling counts for a 
single object in a given process because an object can 
have an active in-table slot in multiple transports. 

Once all remote references (i.e., references local to 
a proxy on a remote machine) to a particular object are 
dropped, the remote process in which the references 
were dropped deletes the proxy's out-table slot in the 
appropriate transport manager and sends a "forget" 
message (10-1)) to the process hosting the object 
whose references were dropped. A forget message 
(10-1) has two fields: 

(1 ) ) the slot index corresponding to the object for 
which the reference is being dropped (slot index), 
and 

(2) ar unmarshaling count (uc), which gives the 
number of messages received (unmarshaled) by 
the transport manager that mention a local proxy. 
As shown in Figure 10A, an unmarshaling count 
(UC) is stored in the out-table for each active slot. 
I.e., the unmarshaling count UC.A2 stored in OTV 
represents the number of messages received by 
TMV that mention A2. 

Upon receiving a "forget" message, a process sub- 
tracts the unmarshaling count contained in the forget 
message from the marshaling count in the in-table slot 
designated in the forget message. 

If the marshaling count becomes zero, the process 
receiving the forget message knows there are no refer- 
ences in transit to the local object and that the in-table 
slot designated in the message can safely be re-used. 
When this is the case the TM deletes the in-table pointer 
to the referenced object and marks that slot for re-use. 
Of course, if the only reference to the local object were 
the in-table pointer, deleting this pointer would result in 
the local garbage collector collecting the object. If the 
marshaling count becomes negative, an error is detect- 
ed. 

This mechanism allows the transport manager TM 
to continue to handle incoming references as it did ear- 
lier. When it receives a reference to an object residing 
at the source of the message, the TM1 looks at the in- 
dicated out-table index. If a proxy is there, it must be the 



right one. If the slot is empty, the TM can create a new 
proxy from the information in the message. 

In other words, unless the sum of all of the marshal- 
ing counts and local references for an object is zero, the 
s garbage collector (GC) of the preferred embodiment will 
not collect the object or reuse its index. This avoids the 
problems outlined above, where objects are collected 
and in-table slots are reused while a reference is in tran- 
sit. This is not possible in the preferred embodiment de- 
io scribed herein because the marshaling count cannot go 
to zero unless all remote and in-transit references have 
already been received and accounted for in an unmar- 
shaling count maintained by a remote proxy. Note that 
a marshaling count is not a ref-count. 
'5 For example, referring to Figure 1 0B, the object A2, 
which is associated with slot 47 in the in-table IT1 , ini- 
tially has a marshaling count (MC.A2) of 3 and the proxy 
object A2 1 has an unmarshaling count (UC.A2) of 3. This 
indicates that all three A2 references issued by process 
20 a objects have been received by process B. Next, re- 
ferring to Figure 10C, the object A1 passes an A2 refer- 
ence message 10-1 to object B1, after which Al incre- 
ments the marshaling count in the slot 47 of the in-table 
IT1. Now, the marshaling count MC.A2 in slot 47 is 4, 
2S while the unmarshaling count UC.A2 maintained by the 
proxy object A2 l is 3. At this point, referring to Figure 
10D, the object A1 drops its pointer to A2, and the proc- 
ess B objects (BObjs.) drop all references to A2' and, 
as a result process B sends the forget message ("forget 
30 (47, 3)") to TM1 . At this point, because the MC for A2 is 
non-zero, the GCA does not collect A2. A conventional 
garbage collector which did not track the number of ref- 
erences sent to and received by remote processes 
would have collected A2 at this point because it would 
3$ not have considered the reference to A2 in transit. 

In the preferred embodiment, the marshaling and 
unmarshaling counts are prevented from overflowing 
their storage, which could occur when one more refer- 
ence is sent or received than can be represented in the 
<o number of bits allocated to store the counts. This is ac- 
complished by a transport manager with a non-zero un- 
marshaling count shipping a forget message to its cor- 
responding remote transport manager that contains an 
unmarshaling count that is less than the current mar- 
45 shaling count. These messages can be sent periodically 
or when the unmarshaling count exceeds some present 
threshold. For example, assuming UC=2,000,000,004 
and MC=2,000,000,008, a forget message with an un- 
marshaling count of 2,000,000 could be sent. After the 
so message is sent and processed, UC=4 and MC=8, leav- 
ing much more room for additional marshalings and un- 
marshaiings to be represented. As a result, the marshal- 
ing count never goes to zero until the last remote refer- 
ence is gone. This adjustment reflects the fact that the 
s 5 marshaling. count is not a ref-count. 

Other preferred embodiment can make a variety of 
decisions about when to decrement the unmarshaling 
count and send a forget message indicating the amount 
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decremented. 

To handle the three process case, another feature 
is provided by a garbage collection system according to 
an embodiment of the present invention. This additional 
feature prevents the garbage collection problem where- 
in the in-table reference to the object to which a third- 
party reference is being passed (e.g., C1 in Fig. 9A) is 
deleted before the object receiving the reference (B1) 
can set up a pair of transports and an active index and' 
marshaling count for the referenced object (C1). When 
this occurs, the reference to CI is lost to the processes 
A and B completely and there is no way to regain it. This 
problem can arise when the object sending the refer- 
ence (e.g., A1 ) drops its proxy (CV) to the referenced 
object just after issuing the third-party message. When 
this occurs, as described above for the two process 
problem, Al sends a forget(47, 1 ) message to process 
C for the in-table slot corresponding to object CI (which 
has MC=1) and, because C1 does not know about the 
reference in transit to B1, process C will prematurely 
decrement C1 *s MC to zero and delete C Vs IT index for 
reuse. The solution to this problem provided by the 
present invention is now described in reference to Fig- 
ure 11 . 

Referring to Figure 11, anytime a third party mes- 
sage (e.g., 11-1 ) is sent, the sending object (e.g., A1 ) 
creates a proxy holder (PH) whose sole purpose is to 
maintain a reference to the referenced object's proxy (e. 
g., CV). As a result, even though the sending object 
might immediately drop its own reference to the proxy 
object (CV) after sending the message, neither the 
proxy object (CV) nor the in-table slot (slot 47 in IT2') 
are collected. The proxy holder PH allows the receiver 
object (e.g., B1) to access the referenced object (e.g., 
C 1 ) through the existing proxy object (C1 ') if the receiver 
object is unable to establish a direct connection to the 
referenced object (e.g., C1 ) via a new pair of transport 
managers (not shown) and proxy (C1"). Of course, as 
with all other inter-process communications in the 
present invention, the receiver object can only commu- 
nicate with the proxy holder PH via a proxy object (a 
proxy holder proxy PH') in its own process. Consequent- 
ly, every thirdParty message (11 -1 ) also includes a prox- 
yHolder field (mentioned above in reference to Figures 
9A-9C) that identifies the slot index (e.g., 43) in the rel- 
evant pair of transports to be used for communications 
by the proxy holder PH and the proxy holder proxy PH'. 

Once the receiver (B1 ) establishes a direct connec- 
tion with the referenced object (C1), the receiver (B1) 
simply drops its reference to PH', which eventually re- 
sults in the garbage collector running in process B 
(GCB) collecting PH* (because PH' has no more local 
references) and the garbage collector in process A 
(GCA) collecting PH (through the process of marshaling 
and unmarshaling counts, described above). Once PH 
is collected, there is no longer a reference to C1 ' in proc- 
ess A, so GCA collects CV, which leads to GCC safely 
deleting (based again on marshaling and unmarshaling 
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counts) the index in its in-table IT2' that allowed objects 
in process A to access the object C1 . C1 does not get 
garbage collected because it is still held by TM3. 
An embodiment of the invention also provides one ad- 
5 ditional safeguard that enables garbage collection to be 
performed in the distributed object environment of the 
present invention. This feature has to do with the fact 
that each secret number table entry 352-i maintained by 
a registrar 350 includes a strong pointer to its associated 

10 object. Thus, if this strong pointer is never deleted, the 
associated object will never be deleted by its co-located 
garbage collector, even if the sum of all marshaling 
counts and local ref -counts for that object are zero. Con- 
sequently, the garbage collector of the preferred embod- 

*s iment provides a mechanism whereby a registrar 350 
keeps track of the number of in-table references for ob- 
jects it has registered and deletes its strong pointer 
when a registered object is no longer referenced in any 
in-table IT Two different embodiments of this mecha- 

20 nism are now described in reference to Figures 1 2A and 
12B, respectively. 

Figure 1 2A shows process C and an object C1 with 
an associated slot in the in-table ITC and an entry in the 
secret number table maintained by the registrar RC. 

25 Each entry of the secret number table 352c includes a 
strong pointer to the one object, the unguessable secret 
number (SN) for that object, and a transport counter 
(TC), which is a number that equals the number of in- 
tables entries for a particular object. The registrar RC 

30 increments an object's transport counter every time a 
local object is newly entered into an in-table. Then, eve- 
ry time an in-table entry is deleted, the transport in which 
the deletion occurred sends an update_TC message 
12-1 (e.g., "update_TC(C)") to the registrar RC, which 

35 tells the registrar to deduct 1 from the TC for a particular 
object. When the TC hits 0 for a registered object, the 
registrar RC deletes its strong pointer to that object and 
the object is collected (unless it is referenced by some 
local object). 

40 The other embodiment is shown in Figure 1 2B. This 
embodiment includes the same basic elements as 
shown in Figure 12A, except the secret number table 
does not include a transport counter for each entry. 
Here, whenever an in-table object reference is deleted 

^5 due to the execution of a forget* message, the respec- 
tive transport manager (e.g., TMC) issues a 
checkjf_absent message 12-2 (e.g., - check_if_absent 
(C1)*) to the registrar RC, which then checks to sea 
whether it can delete the entry in the secret number table 

so that corresponds to the object whose in -table reference 
was deleted. It does this by polling ail transports in its 
process using a retum_count message 12-3 (e.g., 
■return_count(C1)"), which asks the transports TM in 
process C (other than TMC) whether they still have an 

55 in-table reference to the designated object (e.g, object 
C1 ). If none of the transports have such an in -table ref- 
erence, the registrar deletes the secret number and its 
strong pointer to the object. 
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An advantage of these methods is that they operate 
under attack (where one misbehaving process tries to 
convince another process that it has accounted for aJi 
marshaling counts).- This is because a misbehaving 
process canl zero out marshaling counts of objects in s 
transports other than its own. As a result, a registrar 
wonl delete its strong pointer to an object solely by vir- 
tue of the misbehaving pointer zeroing out all of its mar- 
shaling counts. In such a case, all the misbehaving ob- 
ject will have accomplished is deleting its own reference io 
to that particular object. Such operation under attack is 
provided by the cryptographic features of the present 
invention and is not possible in present distributed gar- 
bage collection systems, which do not provide capability 
security. is 

While the present invention has been described 
with reference to a few specific embodiments, the de- 
scription is illustrative of the invention and is not to be 
construed as limiting the invention. Various modifica- 
tions may occur to those skilled in the art without depart- 20 
ing from the scope of the invention. 

For example, while the description of the preferred 
embodiments that provide capability security for trans- 
parent distributed object systems focus on systems 
where the transparency is provided by object proxies 2S 
and transport managers at the process level, the dis- 
closed techniques would be equally appropriate to other 
implementations of transparent systems. For example, 
one could apply the disclosed techniques to a system 
in which objects communicate transparently with one 30 
another directly; i.e., without a process-level transport 
manager. 



Claims 35 

1. A capability security system for distributed object 
systems, comprising: 

a plurality of objects; 40 
a public and private key associated with each 
of said objects, said public key constituting the 
object reference of its associated object; 
one of said objects being accessible only tooth- 
er of said objects that know said one objects 4s 
public key, said one object's public key being 
made available to said other objects according 
to rules of capability security; 
a sending object being configured to pass a 
public key associated with one of said objects so 
to a receiving object using an object reference 
message wherein the public key being passed 
is encrypted with said receiving object's public 
key; 

said encryption preventing a first misbehaving ss 
object from unauthorized access to another ob- 
ject and preventing a second misbehaving ob- 
ject from intercepting object reference messag- 



es encrypted with another object's public key. 

2. The capability security system of claim 1, further 
comprising: said receiving object being configured, 
upon receiving said object reference message, to 
decrypt said encrypted public key using said receiv- 
ing object's private key, said receiving object there- 
by gaining the authority to access said one object. 

3. The capability security system of claim 2. further 
comprising: 

a plurality of processes; 

wherein said plurality of objects are distributed 

among said processes; 

each of said sending objects being configured 

to pass a public key associated with one of said 

objects to a receiving object in a different one 

of said processes using an object reference 

message wherein the public key being passed 

is encrypted; 

said receiving object in a different one of said 
processes being configured to, upon receiving 
said object reference message, decrypt said 
encrypted public key, said receiving object 
thereby gaining the authority to access said one 
object; 

said encryption and decryption preventing a 
first misbehaving object from unauthorized ac- 
cess to another object and preventing a second 
misbehaving object from intercepting object 
reference messages encrypted with another 
object's public key; and 
each of said sending objects being configured 
to pass a public key associated with one of said 
objects to a receiving object in the same proc- 
esses using language-level pointers, said re- 
ceiving object in said same process being con- 
figured to receive directly said object reference 
message and thereby gain the capability to ac- 
cess said one object. 

4. The capability security system of claim 3, wherein: 

said objects are configured to encrypt said pub- 
lic key being passed using the public key of said 
receiving object; and 

said receiving objects are configured to decrypt 
said encrypted public key using said receiving 
object's private key. 

5. The capability security system of claim 3, wherein: 

said sending objects are configured to encrypt 
said public key being passed using an agreed 
key previously negotiated by said sending ob- 
ject passing the reference and said receiving 
object; and 
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said receiving objects are configured to decrypt 
said encrypted public key using said agreed 
key. 

6; A capability security system for distributed object s 
systems, comprising: 

a plurality of objects; 

a public and private key associated with each' 
of said objects, said public key constituting the to 
object reference of its associated object; 
one of said objects being accessible only tooth- 
er of said objects that know said one object's 
public key, said one object's public key being 
made available to said other objects according is 
to rules of capability security; 
an encrypted object reference message direct- 
ed to a receiving object, said encrypted mes- 
sage including a public key associated with one 
of said objects that is encrypted with said re- 20 
ceiving object's public key; and 
said receiving object being configured to, upon 
receiving said encrypted object reference mes- 
sage, decrypt said encrypted public key using 
said receiving object's private key, said receiv- 2s 
ing object thereby gaining the authority to ac- 
cess said one object; 

said encryption and decryption preventing a 
first misbehaving object from unauthorized ac- 
cess to another object and preventing a second 30 
misbehaving object from intercepting object 
reference messages encrypted with another 
object's public key. 

7. A capability security system for distributed systems, 35 
comprising: 

a plurality of objects, each having a respective 
location; 

a cryptographic key that, along with said loca- 40 
tion, represents a capability to access one of 
said objects; and 

a secure message transmitting facility; 
messages referring to said one object via said 
cryptographic key and location being transmit- *s 
ted via said secure message transmitting facil- 
ity so that said capability is distributed accord- 
ing to rules of capability security. 

8. The system of claim 7, further comprising so 

a plurality of processes among which said ob- 
jects are distributed; and 
links between said processes; 
wherein said secure Message transmitting fa- ss 
cility is implemented within a subset of said 
links as an encryptor on the sending side of said 
subset of said links and a decryptor on the re- 



ceiving side of said subset of links. 

9. A method for passing an object reference between 
a sending object and a receiving object that pre- 
serves capability security, said method comprising 
the steps of: 

generating a public and private key for each of 
said objects, said public key constituting the ob- 
ject reference of its associated object; one of 
said objects being accessible only to other of 
said objects that know said one object's public 
key, said one object's public key being made 
available to said other objects according to 
rules of capability security; 
said sending object forming an object reference 
message whose contents include the public 
key associated with said one object; and 
said sending object encrypting said object ref- 
erence message with said receiving object's 
public key and issuing the encrypted object ref- 
erence message to said receiving object. 

10. The method of claim 9, further comprising the step 
of: 

said receiving object, upon receiving said en- 
crypted object reference message, decrypting said 
encrypted object reference message using said re- 
ceiving object's private key, said receiving object 
thereby gaining the authority to access said one ob- 
ject. 
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(57) A system providing capability security for dis- 
tributed object systems is disclosed. The basic tenet of 
capability security is that the right to do something to an 
object (e.g., invoke a particular object's methods) is rep- 
resented solely by the holding of a reference to that ob- 
ject In each of the preferred embodiments described 
herein, an object is presumed to hold legitimately a ref- 
erence to a particular object only if the object knows 
some unpublicized (except under the conditions re- 
quired by capability security) key associated with the 
particular object. That is, an object's key is required 
along with the object's reference. So that capability se- 
curity is preserved when object references are passed 
between objects in different processes, the object refer- 
ences being passed are encrypted upon transmission 
and then decrypted upon arrival at their intended desti- 
nation. This cryptography can be performed by objects 
or processes using a variety of techniques, including Dif- 
fie-Helman or public/private key cryptography. The cryp- 
tography performed in the various embodiments en- 
sures that only the intended recipient of the message 
can decode the object reference and that a misbehaving 
object cannot convince another object that it possesses 
a capability it does not have. Some of the disclosed em- 
bodiments provide capability security for distributed ob- 
ject systems wherein the objects and processes directly 
handle inter-object and inter-process communications 
and message encryption and decryption. 



Machine 



Process A 


Process B 




f (as) \ 






















\ f Machine M2^ 


Process C \ / 


Process D 
















1 v®** 





FIG. 1 



JOCIO: <EP 0816969A3J_> 



Printed by Jouve, 75001 PARIS (FR) 



EP 0 816 969 A3 



J 



European Patent 
Office 



EUROPEAN SEARCH REPORT 



Application Number 

EP 97 30 4578 



DOCUMENTS CONSIDERED TO BE RELEVANT 



Category 



Citation of document with indication, where appropriate, 
of relevant passages i 



Relevant 
to claim 



CLASSIFICATION OF THE 
APPLICATION (lm.CL6) 



ROBINSON D C ET AL: "Domain-based access 
control for distributed computing systems" 
SOFTWARE ENGINEERING JOURNAL, SEPT. 1988, 
UK, 

vol. 3, no. 5, pages 161-169, XP000007601 
ISSN: 0268-6961 

* page 162, right-hand column, line 34 - 
line 41 * 

* page 165, right-hand column, line 3 - 
page 167, left-hand column, line 13 * 

* page 168, right-hand column, line 40 - 
last line * 

DONNELLEY 0 E: "Managing Domains In a 
Network Operating System" 
PROCEEDINGS OF LOCAL NETWORKS AND 
DISTRIBUTED OFFICE SYSTEMS CONFERENCE, 
May 1981 (1981-05), pages 263-279, 
XP002197364 
London 

* page 263, line 7 - line 10 * 

* page 267, line 7 - line 12 * 

* page 272, line 1 - line 39 * 

* page 274, 



1-4,6,7, 
9,10 



G06F1/00 
G06F9/46 



line 34 - page 275, line 8 * 

-/— 



The present search report has been drawn up lor all claims 



1-4,6,7, 
9,10 



TECHNICAL FIELDS 
SEARCHED (lnLCL6) 



G06F 



3 
S 



Piac© o' search 

THE HAGUE 



Data cf comptetKjn a* c» search 

25 April 2002 



CATEGORY OF CITED DOCUMENTS 



Card of i, A 



X : particularly relevant if taken atone 

Y : particularly relevant if combined with another 

document of the same category 
A : technological background 
O : non-writen disclosure 
P ■ intermediate document 



T : theory or principle underlying the invention 
E : earlier patent document, but published on, or 

after the fiing date 
D : document cAed in the appicabon 
L . document cted for other reasons 



& : member of the same patent family, corresponding 
document 



SOOCID: <EP 0816969A3J_> 



2 



EP 0 816 969 A3 



European Patent 
Office 



EUROPEAN SEARCH REPORT 



Application Number 

EP 97 30 4578 



DOCUMENTS CONSIDERED TO BE RELEVANT 



Category 



Citation of document with incfication. where appropriate, 
of relevant passages *, 



Relevant 
to claim 



CLASSIFICATION OF THE 
APPLICATION (IrttCLB) 



VAN DO0RN L ET AL: "Secure network 
objects" 

SECURITY AND PRIVACY, 1996. PROCEEDINGS., 
1996 IEEE SYMPOSIUM ON OAKLAND, CA, USA 
6-8 MAY 1996, LOS ALAMITOS, CA, USA, IEEE 
COMPUT. SOC, US, 

6 May 1996 (1996-05-06), pages 211-221, 
XP010164939 
ISBN: 0-8186-7417-2 

* page 211, right-hand column, line 5 - 
last line * 

* page 212, left-hand column, last line - 
right-hand column, last line * 

* page 215, right-hand column, line 43 - 
page 217, left-hand column, line 4 * 

YIALELIS N ET AL: "A security framework 
supporting domain-based access control in 
distributed systems" 

PROCEEDINGS OF THE SYMPOSIUM ON NETWORK 
AND DISTRIBUTED SYSTEM SECURITY, 
PROCEEDINGS OF INTERNET SOCIETY SYMPOSIUM 
ON NETWORK AND DISTRIBUTED SYSTEMS 
SECURITY, SAN DIEGO, CA, USA, 22-23 FEB. 
1996, 

pages 26-39, XP010158983 
1996, Los Alamitos, CA, USA, IEEE Comput. 
Soc. Press, USA 
ISBN: 0-8186-7222-6 

* page 29, right-hand column, line 13 - 
page 30, left-hand column, last line; 
figure 3.3 * 

* page 32, right-hand column, line 6 - 
line 8 * 

-/- 



The present search report has been drawn up for all claims 



1-4,6,7, 
9,10 



TECHNICAL FIELDS 

(lnLC1.6) 



Ptooo ol soarefi 

THE HAGUE 



Date of ocmpfttan of Vrm eearcn 

25 April 2002 



Card of 1 , A 



CATEGORY OF CITED DOCUMENTS 

X : particularly relevant if taken alone 
Y : particularly retevant it combined with another 
document of the same category 

A:t< 
Orr 

P: 



T : theory or principle underlying the mention 
E : earlier patent document, out puttfehed on, or 

afler the ftfcng date 
O . documenl cfled in the application 
L : document cited for other reasons 



& : member of the £ 
document 



j paient tamity. corresponding 



EP 0 816 969 A3 



J 



European Patent 
Office 



EUROPEAN SEARCH REPORT 



Application 

EP 97 30 4578 



DOCUMENTS CONSIDERED TO BE RELEVANT 



Category 



Citation of document with indication^ where appropriate. 
of relevant passages 



Relevant 
toctaim 



CLASSIFICATION OF THE 
APPLICATION <lrtLCl.6) 



LANDAU C R: "SECURITY IN A SECURE 

CAPABILITY-BASED SYSTEM" 

OPERATING SYSTEMS REVIEW (SIGOPS), ACM 

HEADQUARTER. NEW YORK, US, 

vol. 23, no. 4, 

1 October 1989 (1989-10-01), pages 2-4, 
XPO00 140303 

* page 3, right-hand column, line 33 - 
line 39 * 



TECHNICAL FIELDS 
SEARCHED (lnLCI.6) 



The present search report has been drawn up for afl claims 



Place d seercn 



THE HAGUE 



Date oi completion ci the searoi 

25 April 2002 



Carciofi , A 



CATEGORY OF CrfED DOCUMENTS 

X : pamcmarty relevant t taken alone 

Y : partioiiarty relevant 9 combined with another 

document of the same category 
A : technological background 
O : nan -written disclosure 
P : intermediate document 



T : theory or principle undertying the invention 
E : earlier patent document, but published on, or 

after the filing date 
O : document cited In the apptlcaiion 
L : document cSed for other reasons 

& . member of the same patent family, corresponding 
document 



NSOCCID: <EP 0816969A3J_> 



4 



